PEFS Series

Firefighter _ e'e“
Safety Switch
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High Craftsmanship AND High Standards

Small Flame Anti-UV Outdoor installation Easy to install
volume retardant IP66
material
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Service life High reliability OV output physical Multiple shutdown methods
5years isolation over temperature/loss of pressure
/emergency shutdown

Select Code
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PEFS
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Projoy electric
Firefighter safety switch
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Enclosure Rated current Wiring

Models: PEFS-ELx-y. Rated current: x=16/25/32/40/55/40H/50H, Wiring types: y=6/8/10/6T/9T

Unit withcable glands, M12 Unit with MC4 connectors

When the current is greater than 40A, please select cable glands.
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ProJoy Electric Co., Ltd.

2nd Floor, Building 3, No. 2266, Taiyang Road, Xiangcheng District, Suzhou, China
Tel: +86 512 6878 6489 | Fax: +86 512 6878 6489

Email: sales@projoy-electric.com | www.projoy-electric.com
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Technical data Contact Configuration Switeh To Safety:
Technical Parameter
Main Parameters PEFS
String voltages (Vdc) 300~1500
+1 /CF +1
String current (A) 9~55 -
; +1 /q, +1 +1 /df +1 B a— Rt ) A
Number of strings 3~5 GGy GG +2 /OF +2 " 0
Switch wiring 6/8/10/6T/9T gy oG 2y =2 4 — G
/ / +3 / +3 L /di i 2 %
Operating voltage 100Vac - 270Vac 2 o 2 2 o— 2 a— o -
) +3 /df +3 +3 /Q* +3 -3 /w -3 +2
Nominal voltage 230Vac A G Ay o " /OF » 25 s
Nominal current 30mA Gy v 4 /CF 4 2 —"G— -2 - j
+3
Start up (loading) current average 100mA “_ g +5 ﬁ +5 e
Switch on action current max 300mA ® o=
Operating temperature range -20°C - +50°C
Max. operating temperature +70°C
before automatic switch off
Storage temperature range -40°C - +85°C
Protection degree IP66
Protection level Class Il
Certification CE Dimensions of PEFS PEFS-6P
DC Switch disconnect according to EN 60947-1&3
Number of operations 10000
Number of operations under load (PV1 ) >1500
330 +3
312 +3
- 294
Technical data —
® ® ®
Data of PEFS refer to built-in DC isolators.
Data according to IEC60947-3(ed.3.2):2015. Utilization category DC-PV1. Poles No. of Strings Part Number
L ®
300V 600V 700V 800V 900V 1000V 1200V 1500V g l o ® ]U E 2 ]
16 16 16 16 13 9 6 3 6/8 3/4 PEFS -EL16-6/8 “ i | S 3 ®
25 25 23 22 16 1 8 4 6/8 3/4 PEFS -EL25-6/8 450
32 32 27 26 20 13 10 5 6/8 3/4 PEFS -EL32-6/8
40 40 35 30 25 20 10 6 6/8 3/4 PEFS -EL40-6/8 ® ® ®
55 55 55 45 35 25 15 8 6/8 3/4 PEFS -EL55-6/8
50 50 50 50 50 50 40 30 6/8/10 3/4/5 PEFS -EL50H-6/8/10 5L % T 7%
40 40 40 40 40 40 30 20 6/8/10 3/4/5 PEFS -EL40H-6/8/10
50 50 50 50 50 50 50 40 6/9 2/3 PEFS -EL50H-6T/9T [ ]
40 40 40 40 40 40 40 30 6/9 2/3 PEFS -EL40H-6T/9T
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Dimensions of PEFS PEFS-8P ~ Sweeck o Safety! —
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Dimensions of PEFS PEFS-10P
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electric 2nd Floor, Building 3, No. 2266, Taiyang Road, Xiangcheng District, Suzhou, China
y Tel: +86 512 6878 6489 | Fax: +86 512 6878 6489
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