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Tiger Neo Typ N 
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NOCTSTC

JKM560N-72HL4-BDV JKM565N-72HL4-BDV JKM570N-72HL4-BDV

560Wp

41 95V

13 35A

50 67V

14 13A

421Wp

10 69A

39 39V

48 13V

11 41A

NOCTSTC NOCTSTC

570Wp

42 29V

13 48A

51 07V

14 25A

429Wp

10 81A

39 65V

48 51V

11 50A

565Wp

42 14V

13 41A

50 87V

14 19A

425Wp

10 75A

39 52V

48 32V

11 46A

21 68% 21 87% 22 07%

NOCTSTC NOCTSTC

JKM575N-72HL4-BDV JKM580N-72HL4-BDV

575Wp

42 44V

13 55A

51 27V

14 31A

432Wp

10 87A

39 78V

48 70V

11 55A

580Wp

42 59V

13 62A

51 47V

14 37A

436Wp

10 94A

39 87V

48 89V

11 60A

22 26% 22 45%

22 76%

588Wp

24 93%

644Wp

27 10%

700Wp

23 17%

599Wp

25 37%

656Wp

27 58%

713Wp

22 97%

593Wp

25 15%

650Wp

27 34%

706Wp

23 37%

604Wp

25 60%

661Wp

27 82%

719Wp

23 57%

609Wp

25 82%

667Wp

28 07%

725Wp


